GMAX™ Il

SPECIFICATIONS

Part numbers
Max Tip Size - 1gun
- -2guns
Max. Flow
Max. Pressure
Max. Hose Length
Honda® Engine
Engine Displacement
Fuel Tank Capacity
Fuel Consumption

Weight

GMAX™ Il 3900
249335

0.035"

0.025"

4.7 I/min

230 bar

45 m

3.0kw |

118 cm?®
251
313 g/AW.hr -

230 gHPhr |
50 kg

GMAX™ 1l 5900
- 248699
0.043"
0.031"

8.0 I/min
230 bar
60m

4.7 kW

163 cm®

3.61

'3_1 3 g/kWhr -
230 g/HPhr
64 kg

GMAX" Il 7900
249337

0.047"

0.035"

8.3 l/min

230 bar

313 g/kWohr -
230 g/HPhr
67 kg

GMAX"™ Il 3900 and il 7900:

ship complete and ready to spray. Include 15m x 3/8” BlueMux™ Hose, and 90 ¢cm Whip Hose and Swivel for comfort spraying as well as
the blue Texture gun mounted with RACX™531 Tip and Guard. An Accessary Box is added for convenient storage of Tools, Tips, TSL™ bottle

and other Accessories.

I GMAX"™ 1l 5900:

ships the same as above, but does not include AutoClean™ 2 Valve and does not include the Accessory Box.
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287021 50c¢cm
287022 75cm

CleanShot™ Pole Gun
287026 90 cm w/ RAC®X
287027 180 cm w/ RAC®X

Other
233698  Flat spring for improved
priming and less cavitation

Tips

GHDXXX  GHD tips

LTXXXX  RAC®X long life fips
TMXXXX  Plaster reversible tips
WRXXXX  Wide RAC®X

Guards

222674 GHD guard
243161 RAC™5 guard
246125 RAC®X guard

Liquids

206994 TSL™0.251
243103 Pump Armar™ 11
245133 Pump Armar 3.8 |



